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Expansion joint
Serie ZKB
DN32-600 / PN10/16

Suitable to absorb axial / lateral and angular movements, 
sound and vibrations.
Flange connection acc. EN 1092 PN 10/16.
Rotable, loose flanges, material carbon steel (galvanized) or stainless steel.
Bellow:  EPDM or NBR with Nylon-Cord inlays.
Vulcanized steel ring inside sealing face.

Operating temperature: -10°C to 100°C (+80°C for NBR).

Application

EPDM: heating water, service water, air (not suitable for media containing oil).
NBR: petroleum products, oil, hydrocarbon.

Dimensional drawing

DN 32 40 50 65 80 100 125 150 200 250 300 350 400 450 500 600
 L* 95 95 105 115 130 135 170 180 205 240 260 265 265 265 265 265
D 40 40 52 68 76 103 128 152 194 250 300 320 372 415 454 580

D1 69 69 85 106 116 150 180 209 260 320 367 408 472 522 570 690
Weight [Kg] 2,8 3,5 4,2 4,8 6,3 6,5 9,5 12,7 18 26 33 41 47 55 65 75

* Face-to-face length 130mm for dimensions up to DN300 avaliable.
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Expansion joint
Serie ZKB

Movements (in mm)

axial [min] axial [max] lateral angular

DN 32 40 50 65 80 100 125 150 200 250 300 350 400 450 500 600
axial (min) 8 8 8 12 12 18 18 18 20 22 24 25 25 20 20 20
axial (max) 4 4 4 6 6 10 10 10 14 14 14 16 16 12 12 12

lateral 8 8 8 10 10 12 12 12 18 18 18 18 18 18 18 18
angular 15° 15° 15° 15° 15° 15° 15° 15° 15° 15° 15° 15° 15° 15° 15° 15°
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DN32 - DN300  (Joint EPDM)
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Pressure-Temperature-Diagramm
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DN350 - DN600  (Joint EPDM)
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DN32 - DN200  (Joint NBR)
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Expansion joint
Serie ZKB

Technical specifications subject to change without notice.

Avaliable accessory: set of tie rods for expansion limitation.
Set consits of 4 rod holder + 2 tie rods.


